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2. Specification 

Model AR6-09HRDN1-QRD0GW AR6-12HRDN1-QRD0GW   AR6-18HRFN1-QRD0GW  AR6-24HRFN1-QRD0GW  

Indoor AR6i-09HRDN1-QRD0GW AR6i-12HRDN1-QRD0GW   AR6i-18HRFN1-QRD0GW  AR6i-24HRFN1-QRD0GW  

Outdoor AR6o-09HFN1-QRD0GW AR6o-12HFN1-QRD0GW  AR6o-18HFN1-QRD0GW  AR6o-24HFN1-QRD0GW 

Power supply Ph-V-Hz 220-240V~ 50Hz, 1Ph 220-240V~ 50Hz, 1Ph 220-240V~ 50Hz, 1Ph 220-240V~ 50Hz, 1Ph 

Rated Cooling Capacity          Btu/h 9000(3500-11000) 12000(3700-14000) 18000(6200~20900) 24000（9100-26900） 

Cooling Power input  W 100-1240 100-1580 140~2360 240-3030 

Cooling  Current  A 0.4-5.4 0.4-6.9 0.6~10.3 1.0-13.2 

Rated Heating Capacity         Btu/h 10000(2800-11500) 13000(3000-14400) 19000(4700~23000) 25000（5500-30000） 

Heating Power input  W 120-1200 130-1510 200~2410 260-3140 

Heating Current  A 0.5-5.2 0.6-6.6 0.9~10.5 1.1-13.7 

Seasonal 

Cooling 

Pdesignc kW 2,6  3,5 5.3 7,0  

SEER W/W 6,1  6,1  6.5 6,3 

Energy Efficiency Class   A++ A++ A++ A++ 

Heating 

(Average) 

Pdesignh kW 2,4  2,6 4.3 5,5 

SCOP W/W 4,0  4,0  4.2 4,0 

Energy Efficiency Class   A+ A+ A+ A+ 

Tbiv  -7 -7 -7 -10 

Tol  -15 -15 -15 -15 

Max. input consumption         W 2100 2200 2550 3700 

Max. current                A 9.5 10 11.5 17 

Indoor air flow (Hi/Mi/Lo) m3/h 430/320/230 520/420/340 610/460/360  960 / 820 / 650  

Indoor sound pressure level  (Hi/Mi/Lo) dB(A) 38/31/25 38/32/26 36/29/23 43/37/31 

Indoor sound power level (Hi) dB(A) 52 53 55 61 

Indoor unit 

Dimension(W*D*H) mm 715x188x250 800x188x275 940x205x275  1045x235x315 

Packing   (W*D*H) mm 775x260x324 865x265x350 1015x265x350 1135x395x315 

Net/Gross weight   Kg 6.3/8.2 7.2/9.5 9/12.2 12/15.2 

Outdoor air flow             m3/h 1800 1800 2100 2700 

Outdoor sound pressure level dB(A) 53 55 57 59 

Outdoor sound power level         dB(A) 58 60 63 68 

Outdoor unit 

Dimension(W*D*H) mm 770x300x555 770x300x555 800x333x554 914x370x607 

Packing  (W*D*H) mm 900x345x585 900x345x585 920x390x615 965x395x755 

Net/Gross weight   Kg 25.2/27.4 25.5/27.7 37.8/40.5 48.4/51.6 

Refrigerant   
Type /GWP   R410A / 2088 R410A / 2088 R410A / 2088 R410A / 2088 

Charged quantity Kg 0.8 0.8 1.48 2 

Refrigerant 

piping 

Liquid side/ Gas side   mm(“) Φ6.35/Φ9.52(1/4"/3/8") Φ6.35/Φ9.52(1/4"/3/8") Φ6.35/Φ12.7(1/4"/1/2") Φ9.52/Φ15.9(3/8"/5/8") 

Max. ref. pipe length    m 25 25 30 50 

Max. difference in level   m 10 10 20 25 

Operation 

temperature 

Indoor(cooling/ heating)  17～32/0～30   17～32/0～30   17～32/0～30   17～32/0～30   

Outdoor(cooling/heating)  -15～50/-15～30 -15～50/-15～30 -15～50/-15～30 -15～50/-15～30 

Application 

area        

minimum m2 12  16  24  32  

maximum m2 18  23  35  47  
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3. Dimension 

3.1 Indoor Unit 

W D

H

 

 

 

 

Model W D H 

AR6-09HRDN1-QRD0GW 715 188 250 

AR6-12HRDN1-QRD0GW  800 188 275 

 AR6-18HRFN1-QRD0GW  940 205 275 

AR6-24HRFN1-QRD0GW  1045 235 315 
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3.2 Outdoor Unit 

More than 30cm

More than 60cm

More than 200cm

More than 30cm

More than 60cm
(Service space ︶

Fence or
obstacles

 
Model W D H 

AR6o-09HRDN1-QRD0GW 770 300 550 

AR6o-12HRDN1-QRD0GW  770 300 550 

 AR6o-18HRFN1-QRD0GW 800 333 554 

AR6o-24HRFN1-QRD0GW  914 370 607 
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Dimenzion: 
AR6o-09HRDN1-QRD0GW, AR6o-12HRDN1-QRD0GW 
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Dimenzion: 
AR6o-18HRFN1-QRD0GW 
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Dimenzion: 
AR6o-24HRFN1-QRD0GW 
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WIRING DIAGRAM:  AR6-09HRDN1-QRD0GW 

Indoor unit: 

 

Outdoor unit: 
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WIRING DIAGRAM:  AR6-12HRDN1-QRD0GW 

Indoor unit: 

 

Outdoor unit: 
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WIRING DIAGRAM:  AR6-18HRFN1-QRD0GW 

Indoor unit: 

 
Outdoor unit: 



            www.acond.cz 
WIRING DIAGRAM:  AR6-24HRFN1-QRD0GW 

Indoor unit: 

 

Outdoor unit: 

 


